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Overview 

The ADC Whacker III is a single plane, single axis robotic arm that impacts a golfball or core. 

The system automatically recovers the ball and cycles it through the system (Capable of 70 

balls).  

The system is capable of orientating the golf ball based on a pre determined mark, or the 

logo on the ball. This allows for orientated hitting. 

No other machine gives you more value than the ADC Whacker III. Initial Velocity, Logo  

Durability, Ball Durability, Spin Tests, Club face  Material Testing and much more.  

Key Points: 

• An optional club-face allows the user to mount any material to the striking surface.  

Develop and test your next club material and groove pattern. 

• Easily integrated with a motion-analysis system for a wealth of information about the flight 

characteristics of the ball. 

• Automatic loading and recovery allows the system to test endlessly. 

• The optional vision system will find any marking on the ball, be it pre-programmed or  

customized with a click of a button, allow the user to   pinpoint strike points on a ball.  

• ADC iBeam Sensors and VelociGraph for ball flight speed and angle. 

Base System: 

WHACKER3  Standard  Whacker System 

Options: 

WHACKER-O  Orientation System, includes cameras, stepper motors   

BALLGAUGE  Detects cracks in golf ball, or out of round balls 

HOW TO ORDER: 
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Features 

Standard options 

Ball Crack Detection Ball Orientation System 

• Club Speeds up to 140MPH 

• Adjustable Club Face for different angles 

• Fully Enclosed Chamber 

• Adjustable Tee Position 

• Optional Camera Systems for ball orientation 

• Integrates easily with any launch monitor  



Machine Specifications   

Machine Power       30/60/3ph VAC, 80 Amps  

Machine Weight      3,000lbs 

Overall Dimensions      108 x 87 x 56 inches  

Mounting      Floor Mount 

Max Velocity      140MPH ARM SPEED 

 

North and South America and Europe 

Automated Design Corporation 

1404 Joliet road Suite D 

Romeoville, Illinois 60446 USA 

630-783-1150 

www.automateddesign.com 

sales@automateddesign.com 

 

Contact Automated Design using the contact information designated by your region. 
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Japan 

MPS ASIA CO., LTD. 

Tsurumi-ku, Shitte 3-6-7, Yokohama 

Kanagawa 230-0003 Japan 

81-45-584-1309 

www.mpsasia.net 

ojirotos@mps-asia.co.jp 
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James Trading Co., Ltd. 
Goldentower 13fl, 53 Chungjeong-ro, 

Seodaemun-gu, Seoul 03736 
Korea 

82-10-3721-3635 
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